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in quantity in Germany by the
European branch of the Weston
Company from 1893 until the be-
ginning of World War I and had
become recognized throughout
the technical world as a standard
for the volt. In the saturated form
it was reproducible, stable and
practical as a primary standard

of comparison. In the unsatur-
ated form it had an extremely
low temperature coefficient and
was transportable by normal
means.

But let's go back a little and
see just what this "cell" actually
is. Figure 1 shows it to consist
of an H-tube of glass filled with
simple chemicals. In one leg we
find mercury, mercurous sulphate
paste, a septum, and a cork re-
tainer. In the other leg we find
an amalgam of cadmium and mer-
cury together with another sep-

WESTON'S CADMIUM CELI

A True Stondqrd of Cornporison

This i,s a general article on the Wes-
ton Cadmium Cell in that it deuls toi,th
the chemical and physical aspects of the
cell. A subsequent article u;ill deal more
with the applicati,on and uses of such
cells.

T)OES the year of 1908 have
t--, any significance to you ? Per-
haps not, but it did to Dr. Edward

Weston, as in that year the Lon-
don International Electrical Con-
gress recommended that the cad-
mium type of voltaic cell as dis-
covered by Dr. Weston be adopted
as the primary reference stand-
ard of voltage with a provisional
value of 1.0184 international volts
at 20 C.

Dr. Weston had invented the
cadmium cell and obtained Ger-
man Pat. 75,194 and British Pat.
22,482 in 1892. and U. S. Pat.
494,827 in 1893. This cell, in the
unsaturated form, was produced

Figure l-(Leftl Model 3, Type 4 Stondqrd Cell-{Righrl Model 3, Type I Elemenl os used in

lhe Weston Model 4 Stondord €ell
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tum and cork retainer. Connect-
ing the legs of the "H" is a cad-
mium sulphate solution. Add a
platinum wire terminal to the
bottom of each leg, and all the
elements are there to form a cell.
However, like so many fine mech-

anisms, it takes more than the
mere parts to produce a satisfac-
tory device. In the manufacture
of a standard cell more work is
performed before the ingredients
are put together in the cell, than
there is in the assembly of the cell
proper.

Purest Chemicols Used

Celi manufacture really begins
with the purchase of the purest
chemicals commercially available,
usually of cp or reagent grade.
The mercury is purchased in
sealed containers of triple dis-
tilled quality. Then begins a long,
involved and time consuming
process of repurification.

The mercury is redistilled three
more times in Hulett type stills
which have an arrangement for
removing the oxidized impurities.
The last 15/. of the mercury in
the stills is never used. That
which passes over in the stills is
kept in scrupulously clean giass
bottles.

Mercurous sulphate is made by
an electrolytic process using mer-
cury and sulphuric acid with cur-
rent passing through the solution
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which is constantly agitated in a
light-proof chamber. After being
precipitated as mercurous sul-
phate it is washed with distilled
sulphuric acid and stored in
bottles previously cleaned with re-
distilled water.

Figure 2-Cobinet
used for Crystollizing

Codmium Sulphote

Cadmium amalgam is prepared
by washing the bar cadrnium in
sulphuric acid, weighing, and then
alloying it with an exact propor-
tionate amount of mercury.

NOTES

removing any impurities by drain-
ing off any slight residue that:may
rise to the surface and by using
only completely formed crystals.
Finally the crystals are redis-
solved in double distilled water.
Sufficient additional redistilled
water is then added to provide the
degree of saturation desired.

The above is a very brief review
of the processes involved and only
indicates the high lights as far as
the actual procedure and degree
of care and cleanliness is con-
cerned. Nothing has been said
about boiling the cork stoppers,
washing the H-tube with plain
and then distilled water, and a
final rinse in redistilled water, and
many other procedures necessary
to produce the final degree of pur-
ity, cleanliness and resulting ac-
curacy.

Seoling lhe Cell

The electrode elements and the
electrolyte are precision weighed
or measured, and then together
lr'ith the corks and linen dia-
phragms are put in the cell. Fig-
ure 3 shows the filling of the cells
with the cadmium sulphate solu-

The cadmium sulphate is pur-
chased as reagent grade. It is
dissolved in redistilled water and
later crystallized out in trays as
shown in Figure 2. This process
is repeated three times. each time

Figure 3-Filling
Cells with Codmium

Sulphole Solution

tion. Then comes the final opera-
tion, sealing off the tops of the
H-tube. This may be done either
with cork stoppers and wax as in
the Model 4, or by glass sealing
as in the Model 3 Type 4 (See
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Figure 1). In the glass sealing
method, see Figure 4, a torch, a
steady hand, and long experience
is necessary.

The Normol qnd Stondqrd Cells

Having been sealed off, the cell
is now mechanically completed.
It then requires a period of aging
with records of its emf and re-
sistance being taken weekly over
a period of months. See tr'igure 5.
These data are taken by compar-
ing the new cell emf with that of
a bank or "normal" cells main-
tained in special controlled tem-
perature chambers. These banks
of cells, of which there are four,
one of which was at the Bureau
of Standards at the time of writ-
ing this article, each contains a
group of cells which are trans-
ported by hand to the Bureau of
Standards every six months for
direct comparison with their bank
which constitutes the lawful unit
for determining the "volt" within
the United States. The volt was
redefined by international agree-

ment in 1910 as 
-*t 

of the
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agreed to call the international
reference type of saturated cell a
"Normal" cell, and the unsatur-
ated portable type a "Standard"

Figure 5 
- 

Checking

the EMF qnd Resist-

once of the Cell

cell. Hence, today there ar^ the
Weston Normal Cells found usu-
ally only at the Bureau of Stand-
ards and in a few precision labor-
atories, while the Weston Stand-
ard Cells used with potentio-
meters are found in laboratories

NOTES

Polentiometer Automoticolly
Resiondordized

The Model 4 Standard Cell uses

voltage of a Weston Normal (sat-
urated) Cell at 20 C and adopted
by the U. S. National Bureau of
Standards in 1911. To avoid con-
fusion between the saturated and
the unsaturated type of cell it was

Figure 4 
- 
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Seoling Method

all over the world. The Weston
bank of saturated cells compares
favorably in size and quality with
those maintained at the Bureau
and is one of the largest banks of
its kind.

an H-tube having a diameter of
25 mm (1 inch); its voltage is
nominally 1.01865 and its resist-
ance is nominally 125 ohms. The
companion cell is the Model 3
Type 4 which is smaller, being
l2r/2 mm (0.5 inch) in diameter.
It has the same nominal voltage
of 1.01865 but a nominal resist-
ance of 500 ohms because of its
smaller size. This cell is produced
in relatively large quantity, and
is generally employed in potentio-
metric recorders where it is used
to automatically restandardize the
potentiometer, usually every 15
minutes. This continues for years
without any attention, the cell
faithfully serving its purpose.
Standard cells, although little pub-
licized, are really the standards of
comparison for voltage when pre-
cision is required, and on their
accuracy depends the final ac-
curacy of the potentiometers with
which they are used. In that man-
ner too, the accuracy of practically
all precision indicating and re-
cording instruments is main-
tained as they in turn are
invariably standardized by poten-
tiometric mean-q.

E. N.-No. 9 F. .Y. Lam.h
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pressure must be less than 0.0001
millimeter of mercury (0.1 mi-
cron). Weston vacuum thermo-
elements are evacuated to a
pressure of less than 0.00001 mil-
limeter of mercury (0.01 micron),
well in the leveled off portion of
the curve.

Figure I-The Vqcuum Thermoelemenl os used
in Weston Thermo-Milliqmmeters ond Volt-

melers

Reducing the effects of cooling
by convection and radiation to a
negligible amount, the problem is
confined to the condition where
the heat developed is dissipated
through the heater and thermo-
couple to the terminals.

It was shown by W. N. Good-
win, Jr.* that if no thermocouPle
is attached to the heater, the tem-
perature elevation (t") above that
of the terminals would be

,02

+ --t'o- Skn

where, a-aoltage drop across the
heated conductor, k:tltermal con-
ductiuity and, p= sls6tri,c resi'sti'a-
ity of the heated conductor. But
attaching a thermocouple to the
heater causes a depression of the
temperature distribution curve of
the heater, symmetrical with re-
spect to the hot junction, as shown
in Figure 3, and the temperature
at the junction (t,) will apProxi-
mate

1 lt2+- - vt"- 7*R n Eko'
%

where, rc:res'i,stance of the ther-
mocouple and R=res'istance of
heater.

The heater material should
have the highest possible melting
point, lowest possible temperature
coefficient of resistance and low-
est product of kp. The resistance
of the couple depends upon the
meter resistance, and its thermal
and electrical constants. Further,
only non-magnetic alloy material
should be used for the heater, of
a size which will keep the a-c re-
sistance about the same as the d-c

Figure 2 
- 

Plgssgls

versus Oulpul of

Weslon Vqcuum

Thermoelement

WESTON VACUUM TYPE THERMOELEMENT

rflHE measurement of alternat-
I ing currents at flequencies

above 100,000 cYcles Per second is
not readily made with electromag-
netic type of instruments without
considerable error because of the
inductance and distributed capac-
ity inherent in these instruments.
Sometimes the large Power re-
quired to make these instruments
operate may be objectionable
making it necessarY to go to an-
other form of instrument. The
thermocouple type of instrument
is ideally suited for the measure-
ment of currents at frequencies
higher than is possible with the
electromagnetic type instruments.

The measurement of verY small
alternating or radio-frequencY
currents is possible with a vacuum
type thermoelement (vacuum
thermocouple), as used in the
Weston thermo - milliammeters
and voltmeters. The vacuum ther-
moelements, used in these instru-
ments, are manufactured in the
Weston Plant under careful and
exacting methods. See Figure 1.

The current to be measured
flows through a conductor, called
a heater, and raises the temPer-
ature of the heater as a function
of the current. A thermocouple,
of two carefully selected dissim-
ilar metals, has its hot junction
attached to the heater and its cold
end connected to the stem leads
which connect to the d-c millivolt-
meter.

The small amount of heat de-
veloped from as little as 2 milli-
watts makes it necessary to place
the heater and thermocouple in a
highly evacuated bulb. The ex-
tremely low pressure (high vac-
uum) effectively minimizes the
cooling of the heater by convec-
tion air currents, and at the tem-
peratures the heater is operated,
losses due to radiation are negligi-
ble. From Figure 2, it is evident
that for maximum output the

;r*,o^r"rrated Thetmocouple Ammeler" by
Lt:. N. Go-od@in, Jr., Traus. A.I.E.E., Vol'. 55'
P.23.1936.

HEATER CURRENT
HELO CONSTANT
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resistance, so as to keep the out-
put, in turn, reasonably correct
at frequencies as high as 100
megacycles. To keep the error,
due to skin effect, down to 3r/z
percent at '100 megacycles, the
heater diameter should not be

Figure 3-Diogrom of Temperolure Distribufion
of Heoting Conduclor

greater than 0.0036 inch for Plat-
inum alloys of resistivity of
30X 10 6 ohms/cm'.

The thermocouple, as used in
Weston vacuum thermoelement,
has a resistance of 6 ohms for
ranges up to 25 milliamperes and
3 ohms above 25 milliamperes.
The thermocouple produces 5 mil-
livolts, on open circuit, when rated
current (+0-10% ) is flowing
through the heater. This output
is obtained with a temperature
difference of only about 80 de-
grees centigrade between the hot
and cold end, equivalent to ap-
proximately 63 microvolts per de-
gree centigrade.

The Aging Current
The operating temperature of

the heater is kept moderate so that
neither the heater nor thermo-
couple will be damaged at over-
loads as high as 3 times normal
current. Weston vacuum thermo-
elements can operate safely at
twice normal current with some
overload factor. Heaters are made
of platinum alloys or non-mag-
netic nickel alloys having a high
melting point for ranges of 5
milliamperes and up, while car-
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bon is used for the lower ranges.
At twice normal current the junc-
tion temperature is approximately
320 degrees centigrade, far below
the melting point of the heater
material used. Further. a]l vac-
uum thermoelements are aged by
passing a current for a definite
time through the heater until it is
a glowing red filament. This
aging current is equivalent to
about 90 percent of the burnout
current.

Once the aging is completed, the
thermoelement performance is re-
markably stable, even at twice
normal current. Tests show that
at twice normal heater current
for a length of 3000 hours the
vacuum thermoelement showed
no change in its output. One of

NOTES

the original vacuum thermoele-
ments has been on life test and
has been operating continuously
for over 10.000 hours at twice
normal current without any evi-
dence of change.

Since the process involves glass
work and a number of techniques
somewhat foreign to ordinary in-
strument practice, a special de-
partment handles this particular
work. The various glass compon-
ents are made in this department
from glass tubing on specially de-
signed machines some of which
are shown in the figures. The final
sealing of the bulb to the base,
evacuating and testing is also
done in this department.

In Figure 4,the thermoelement
base is being flared from short

Figure 4-Floring
Thermoelemenl Bose

from short lengths of

Leod Gloss Tubing

Figure 5-Secling
Speciol Leods in the

Gloss
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lengths of lead glass tubing. This
flare is necessary as this will be
fused to the bulb later. Figure 5
shows the sealing of special leads
which are inserted in the flared
base and sealed in the glass, mak-
ing vacuum tight joints. At this
point, the moment the base is re-
moved from the machine it must
be annealed at a temperature of
about 430 C and gradually al-
lowed to cool to room temperature
in a specially designed annealing
machine.

The heater and thermocouple
wires are now welded to the base
lead wires. The welding of these
wires must be done under exact-
ing conditions because some of the
wires are as small as 0.0004 inch
in diameter. Special welding de-
vices were developed to weld these
small wires which are as small as
1/10 the diameter of a human
hair. There are as many as six
welds on each thermoelement
base.

While the bases are being
welded, the glass bulbs are formed
from thin walled glass tubing,
tr'igure 6. A length of lime glass
tubing is permitted to turn on
the four rollers with a flame di-
rected at the center. After the
tubing is softened, a pair of roll-
ers is pressed down on the soft
tubing to form the two bulbs
shown in the holder next to the
machine. The formed tubing is

Figure 6-Forming fhe Gloss Bulbs from Gloss
Tubing

annealed in a controlled oven
whose temperature is raised to
525 degrees centigrade and then
allowed to cool to room temper-
ature.
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The formed tubing is cut in
half making two bulbs. The halves
are cut to proper length after
which a small diameter tube is
fastened to the smaller diameter
of the bulb for evacuating.

Figure 7 shows the sealing of

Figure 7-Seoling the Bulbs lo the Bqse

the bulb to the base. The base
and bulb are held directly in line
by the holder of the sealing ma-
chine with the bulb overlapping
the flare of the base. The burner
flames are directed on the overlap.
The holder is turned by hand un-
til both the base and bulb fuse
together, after which the assem-
bly is removed, straightened and
immediately placed in a special
annealing device shown in the
background of Figure 7.

The evacuating is shown in Fig-
ure 8. A mechanical roughing
pump capable of reducing the
pressure to 0.001 mm of mercury
is in the back line of a two-stage
oil diffusion pump which, in turn,
is capable of giving an ultimate
vacuum of something better than
0.00001 mm of mercury. The
thermoelements are affixed to the
manifold, and while they are be-
ing evacuated, an oven is placed
over them for outgassing or re-
moving any adsorbed gases from
the surfaces of metal and glass
of the thermoelements. While
they are in position for evacuat-
ing and before the oven is placed

NOTES

over them, it is necessary to test
each individual thermoelement for
any possible hairline cracks with
a spark coil shown along side of
the outgassing oven.

When the evacuating time is
sufficient. the oven is removed and
by means of the tipping torch
shown, each thermoelement is
sealed off. Before sealing and re-
moval from the line, each thermo-
element is again tested by means
of the spark coil.

The evacuated thermoelements
are aged by passing a definite cur-
rent through the heater for a spe-
cified period. They are then
tested for heater resistance, cou-
ple resistance and for heater cur-
rent for the required 5 millivolt
output. These values are appro-
priately marked on the container
in which the thermoelements are
inserted.

Figure 8-The Evocuoting Process

The vacuum thermoelements
are then placed in stock subject
to the requirements for incorpora-
tion in the assembly of thermo-
milliammeters and voltmeters.
E. N.-No. 10 -M. C. Kunz
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rFHE several equations given in
I the discussion entitled "The

Galvanometer and the Bridge" in
Vo]. 1 No. 1 of these Notes are
rigorous and exact. They are,

Figure l-Bridge wifh Unknown Arm broken
inlo Bolonced ond Unboloncing Se€tions

however, rather complicated and
usually require a considerable
amount of paper work.

To obtain the galvanometer cur-
rent within a few percent, there
is a simplified method of analysis
which is used occasionally and
which the writer has found of
much value in quickly obtaining
the order of the sensitivity re-
quired in the galvanometer for a
given degree of unbalance.

Referring to Figure 1, we have
the four arms as conventionally
given except that the fourth arm,
d, is actually made up of two
parts, r and. m, where r is the
value which would balance the
bridge and m is the difference be-
tween this and the actual value.

Now, fundamentally, it is the
voltage drop of the current pass-
ing through m, the unbalanced
portion, which actuates the gal-
vanometer through the bridge
network and the evaluation of this
voltage drop and its application
into the galvanometer and its as-
sociated network will give the re-
sultant galvanometer current.

In the ordinary bridge applica-
tion the resistance, .R, is usually
negligible. Since the bridge is
close to balance, the current

SIMPTIFIED BRIDGE ANAIYSIS
through the galvanometer can be
neglected in obtaining the cur-
rent through c and d (or c plus r
plus zz) so that we have the sim-
ple circuit of these two arms in
series across the battery, .O. This
amount of current can usually be
evaluated mentallSl and, as an ex-
ample, in Figure 2 we have typical
values given and it will be noted
that we are trying to determine
the galvanometer current when
we measure a resistor having a
value of 3015 ohms with the
bridge actually balanced for 3000
ohms. With a 3 volt battery and
a resistance in the two lower arms
of 3115 ohms. we have a trifle less
than 1 milliampere flowing, or 960
microamperes by slide rule.

The drop developed by 960
microamperes or .96 ma through
15 ohms is 14.4 mv.

The next step is to discard the
battery entirely and inject this
value of I4.4 mv into the network
in place of the 15 ohm unbalanced
component, Figure 3, and, again,
evaluate the result. Here we have
6000 ohms in the right hand arms

Figure 2-A Numericol Exomple showing the
Bolonced ond Unbqloncing portions in one Arm

plus the resistance of the galva-
nometer shunted by the left hand
arms, 100 ohms shunted by 200
ohms, or 67 ohms. The total is
6067 ohms.

74.4 mv applied to 6067 ohms
results in approximately 2.5

microamperes flowing, actually,
by slide rule, 2.38 microamperes.

Of this current, 2/3 will flow
through the galvanometer since its
resistance is 100 ohms shunted by
200 ohms; 2/3 of 2.5 microam-
neres is a trifle over 1.5 microam-

Figure 3-Bridge diogrcm showing the Unbol-
oncing Resislor reploced by on Iniecied Volfdge

peres, or, again by slide rule, 1.57
microamperes and this is our
solution.

Working this out the long way
through the complete equation
and using equation (2) from the
previously referenced article, we
get a value of 1.587 microamperes,
the exact value. However. for the
selection of a galvanometer from
an instrument room, or from a
catalog if one must be purchased,
this approximate method is most
satisfactory. While not strictly
rigorous, particularly for large
unbalanced conditions, its accu-
racy does increase as the balance
point is approached.

If the resistance under test is
less than the balanced value, use
a resistance in a negative sense
which would secure balance. In
other words, in the example given
the same values would be used if
arm d, were 2985 ohms, in which
case the 15 ohm value would be
preceded by a negative sign, the
numerical results would be the
same, but the galvanometer would
deflect in the opposite direction.

In the casual use of bridges in
test work, the writer has found
this short cut invaluable. Its pub-
lication in the past seems always.:
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to have been surrounded by in-
volved procedures and explana-
tions which have tended to so
complicate the situation that clear
understanding seemed impossible.
Actually, the procedure is so
straightforward that if one
merely remembers to pick up the
unbalanced resistance, apply the
current flowing to get a millivolt
drop value across it, then throw
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away the battery and determine
the galvanometer current, one will
be able to analyze bridges in a
reasonably adequate manner,
either mentally or with a slide
rule, and to a very satifsactory de-
gree of accuracy.

Perhaps the best way to really
learn this system is to set up a
few bridge diagrams with exam-
ples of typical values and analyze

NOTES

the results using this method and
the conventional equations. A few
trials will be convincing and will
indicate the degree of accuracy
to be obtained. Thereafter the
method will be straightforward
and will involve no carrying of
notebooks or equations to arrive
at what is ordinarily considered a
rather complicated procedure.

E. N.-No. 11 
-John 
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As this edition of Engineering Noles goes lo press sleom
shovels ore busily engoged excovoling for the new Wes-
ton Engineering-Administrqlion Building piciured obove.

Cqxlon Brown, president of the Weston Corporofion,
lurned the first spode of furf ql fhe ground breoking,
Moy l3th.

In commenling on this plont exponsion move, which
will pernrit vocoling of bodly needed mqnufocluring spqce
now occupied by engineering ond odministrotive unils,
Brown soid, "The relocqtion ond enlorgemenl of our engi-
neering fqcilities hove been conlemploted for mony yeors.
ll is now necessdry to permil us lo render service to lhe
governmenl qnd to induslry generolly during lhis recon-
version period ond in the f ulure where eleclricol and
eleclronic opplicotions qre deslined to ploy o mosl im-
portonl role".

Continuing Brown declored, "This ombilious proiect,
undertoken ol o lime when environment in which indus-
try musl operqle is so unseltled, is on indicotion of the
fqith of myself ond olhers of monogement in lhe fuiure

of the Weslon Corporolion ond is underloken lo permit
enlorged production with its relqled employmenl both for
odditionol workers qnd for those now in our employ."
The new "T" shoped; lhree slory, reinforced concrefe
brick-fqced building will hove o gross floor qreq of 78,620
squqre feet ond is loid out on o 6 ft. module throughout.

Among mony innovolions incorporoted in the plons is
fluorescenl lighting odiustoble to conform with o movqble
steel portitioning orrongemenf.

All oreqs of the building will hqve high current bus
ducts which will be cenlrolly locoted overheod for heovy
duty power requiremenls. Metol ducls ond chqses qre fo
be run on sidewolls permitling conneclions to o voriety of
electricol services. Access lo sewer connections will be
through removoble floor seclions olong sidewolls ond
through double beqms ql cenler sections.

Ventilotion ducts will include provision for the instqllo-
tion of qir condilioning ot o future dote.

Completion dqle for lhe new $625,000 slruclure hqs
been sel for the spring of 1947' 

prinred in U.s.A.


